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TECHNICAL 

DATA 

Product 

Physical appearance 

Pack Size 

FCSC Super grout CG 

Free flowing color powder 

1KG 

Application Data at 25±2
°

C & 60±5% RH 

Mixing Ratio 

Pot life in Hours 

Curing 

Time to light foot traffic 

Time to heavy foot traffic 

Ambient Air Temperature 

35-40:100-Water: Powder 

lHour 

Self cured 

24 hours 

72 hours 

+5
°

C to +40
°

C 

*Open time may vary depending up on the site and atmospheric conditions

ANSI 118.6 

Test parameter Standard Requirement Product performance 

Linear Shrinkage at 28 days 
Max 0.30% 0.17%-0.21% 

ANSI A118.6: Clause 4.3 

Water Absorption at 27 days 
Max 18% 12%-15% 

ANSI A118.6: Clause 4.4 

Compressive Strength at 1 day 
Min 500 psi (3.43 MPa) 

550-900 psi
ANSI A118.6: Clause 4.5 (3.79 -6.20 MPa) 

Compressive Strength at 28 
Min 3000 psi (20.62 3100 - 3300 psi 

days 
MPa) (21.37- 22.75 MPa) 

ANSI A118.6: clause 4.5 

Tensile Strength at 28 days 
Min 250 psi (1.71 MPa) 

300-430 psi
ANSI A118.6: Clause 4.6 (2.06 -2.96 MPa) 

Flexural Strength at 28 days 
Min 500 psi (3.43 MPa) 

600-650 psi 
ANSI A118.6: Clause 4.7 (4.13-4.48 MPa) 
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